6000 Ib (3 ton) MAX CAPACITY

KUNDEL

WORKSTATION BRIDGE CRANES

KTrac™ Series - Ceiling Hung

Bridge Span Runway Length  # of Bays Part No.
10' 20' 1 6K-10X20
10' 25' 1 6K-10X25
10' 30’ 2 6K-10X30
10' 38' 2 6K-10X38
10' 48' 2 6K-10X48
10' 48' 3 6K-10X48
10' 56' 3 6K-10X56
10' 65' 3 6K-10X65
10' 65' 4 6K-10X65
10' 44 4 6K-10X77
10' 83’ 4 6K-10X83
10' 110' 5 6K-10X110
10' 110 6 6K-10X110
15' 20' 1 6K-15X20
15' 25' 1 6K-15X25
15' 30 2 6K-15X30
15' 38’ 2 6K-15X38
15' 48' 2 6K-15X48
15' 48' 3 6K-15X48
15' 56' 3 6K-15X56
15' 65' 3 6K-15X65
15' 65' 4 6K-15X65
15' 7 4 6K-15X77
15' 83' 4 6K-15X83
15' 110 5 6K-15X110
15' 110' 6 6K-15X110
20' 20' 1 6K-20X20
20 25' 1 6K-20X25
20' 30’ 2 6K-20X30
20 38' 2 6K-20X38

* Post price does not change as long as the post height falls inside this given range. Subject to change without notice
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KUNDEL

WORKSTATION BRIDGE CRANES

KTrac™ Series - Ceiling Hung

Bridge Span Runway Length  # of Bays Part No.
20' 48' 2 6K-20X48
20' 48' 3 6K-20X48
20' 56' 3 6K-20X56
20' 65' 3 6K-20X65
20' 65' 4 6K-20X65
20' 77 4 6K-20X77
20' 83' 4 6K-20X83
20' 110' 5 6K-20X110
t 20' 110' 6 6K-20X110
O 21" 20' 1 6K-21X20
E 21" 25' 1 6K-21X25
< 21" 30' 2 6K-21X30
= 21" 38' 2 6K-21X38
é 21" 48' 2 6K-21X48
= 21" 48' 3 6K-21X48
= 21" 56' 3 6K-21X56
S 21" 65' 3 6K-21X65
& 21" 65' 4 6K-21X65
o 21" 77 4 6K-21X77
; 21" 83' 4 6K-21X83
g 21" 110' 5 6K-21X110
© 21’ 10’ 6 6K-21X110
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